
PRO-CHEM-CO, INC.  Ripley & Schneider Streets, Lake Station, IN 46405  (219) 962-8554  FAX (219) 962-7459

DIRECTIONS FOR USE:

PRO-CUT 600 is normally diluted with water between 1:20 to 1:00 depending on the grinding
operation, metal and required finish.  The following concentration chart may be helpful. 

Recommended Starting DilutionsOPERATION CAST IRONS HIGH ALUMINUM CARBON
S

GLASS &
RUBBER

Centerless
Cylindrical
Roll Grinding

4%-5%
(1:25-1:20)

Surface 
Blanchard
Belt

2%-3%
(1:50-1:33)

Creep Feed
Double Disk

3%-4%
(1:33-1:25)

Glass Grinding
Glass Shearing Not Applicable

PROPERTIES:

Appearance -----------
Odor -------------------
pH ---------------------
Specific Gravity -----
Solubility -------------

PACKAGING:

PRO-CUT 600 is available in 5-gal

PRO-CHEM-CO, INC.

TECHNICAL DATA

SYNTH

DESCRIPTION:

PRO-CUT 600 is a synthetic gri
600 produces good finishes, prom
PRO-CUT 600 can be used in al
control and optimum sump life.

BENEFITS:

•     Keeps grinding wheels open
•     “Splits out” tramp oils
•     Protect grinders & ground p
•     Clear solution for part visibi
•     Non-staining on soft metals

OPERATIONS:

∙ Surface Grinding
∙ Belt Grinding
∙ Creep Feed Grinding
ALLOY
& STAINLESS

STEELS

ALLOYS STEEL

3%-4% 4%-5% 2%-3%

PRO-CUT 600
ETIC GRINDING COOLANT
(1:33-1:25) (1:25-1:20) (1:50-1:33) Not Applicable

2%-3%
(1:50-1:33)

2%-3%
(1:50-1:33)

2.5%-3%
(1:40-1:33) Not Applicable

4%-5%
(1:25-1:20)

3%-4%
(1:33-1:25)

3%-4%
(1:33-1:25) Not Applicable

Not Applicable Not Applicable Not Applicable
1%-2%

(1:00-1:50)

--------------------- Clear, Blue Liquid
--------------------- Characteristic
--------------------- 10.6
--------------------- 1.11 
-------------------- Complete at All Properties

lon pails, 55-gallon drums, totes and bulk.

nding coolant for ferrous and non-ferrous metals.  PRO-CUT
otes long wheel life and has excellent fine settling properties.

l grinding operations where it will provide excellent corrosion

 and clean •     Good biological protect
•     Non-foaming

arts •     Hard water stable
lity •     Economical – low end use cost

•     Heat treatable residue

∙  Blanchard Grinding •     Cylinder Grinding
∙ Double Disk Grinding •     O.D. Grinding
∙ Centerless Grinding •     I.D. Grinding
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